
Series
Datacomm TCXO
Dedicated fixed frequency
Clipped Sine
Ultra Low Stability

Part Number CTQS-3-ASU-

S - 3 - AS U -

S = SINE 3 = 3.2x2.5 AS = -30/85 U = 2.8

Standard Frequency Values:     10.0, 12.0, 12.8, 13.0, 14.318, 14.7456, 15.0, 16.0, 16.384, 19.2, 19.44
20.0, 24.0, 24.567, 25.0, 26.0, 27.0,

Specifications:

Cardinal Components, Inc. TEL: (973)785-1333
145 Rt. 46 West E-MAIL: sales@cardinalxtal.com
Wayne, NJ 07470 WEB: http://www.cardinalxtal.com

Output: 10k Ohms//10pF Clipped Sine

 
Peak to Peak 0.8  V

Phase Noise @ 10 KHz : -130 dBc/Hz

 
 

mASupply Current: 2

ppm
 Ta=25C, Vdd=3.3V
Aging:(ppm/1st Year) 1
Start-Up Time:  10 mS

ºC
Storage Temperature: -40 85 ºC
Operating Temperature: -30 85

Supply Voltage: 2.66 2.8 2.94
Stability: -2 2
Frequency Range: 10 27

CTQS3
Min Typical Max Units
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V
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