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INTERQUIP ELECTRONICS (SHENZHEN) CO., LTD.
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TCX0 2520 (TC900 SERIES)

Electrical Specifications

Parameters

FEATURES

Miniature size

High reliability seam welded package
Pick and place assembly

Voltage Control applicable

Low supply voltage version available
RoHS Compliant and Pb Free

Specifications

www.interquip.com

Output Waveform %t 8 Clipped Sine
Frequency Range #lZSEE 9.5MHz ~ 7T0MHz
Supply Voltage Range (Vdd) T¥EEEESEE 1.8V~3.3V

Operating Temperature Range T{F2EEE

-20°C~+70°C, -40°C~+85°C

Frequency Stability iR mZE

vs. Room Temp. (25°C * 3°C) 183538
vs. Operating Temp. #83 T{ERE

+1.0ppm, £1.5ppm, £2.0ppm

+0.5ppm, £1.0ppm, £1.5ppm, £2.0ppm

vs. Voltage Change (£5%) BXJHEBEZ L, +0.2ppm Max.

vs. Load Change (£5%) #E3ffa +0.2ppm Max.
vs. Aging (First Year) B EEENE +1ppm
Current Consumption (Idd) JEFEERR 2mA Max.
Output Voltage #itH BE | Vp-p 0.8V Min.

Output Load HitHta %L 10k Q// 10pF

Pullability Z5[5EE (for VCTCXO) +9~+15ppm Typ.
Control Voltage Range 1%l [%3EE (for VCTCXO) 0.90V£0.60V, 1.4VE1V
Phase Noise @ 1kHz Offset -130dBc/Hz Typ.

Start-up Time #2EHBYIE] 3ms Max.

Storage Temperature Range f#ZREEE -40°C ~+85°C

PIN CONNECTION

Please consult our sales representatives for other specifications. WITEMMEZE R, BESHKAEEARBER,

.05

2.55
P/N | FUNCTION 0.7
1 Ground Recommended
Denotes
Pin1 2 |Ground

4 |Vee

1-0.675'—0.95—' )

0.5795)
0.65 DIMENSION (mm) SOLDERING PATTERN (mm)
All specifications are subject to change without prior notice. 7/ 1R BIE RIS AIRF] o
4 3
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