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NJ Type
25.4 x 22.1 mm Oven Controlled
Crystal Oscillator

FEATURE

- Dimension 25.4 x 22.1 x 11.0 mm typical.
- SC Cut Crystal.

TYPICAL APPLICATION

- SDH/SONET, Telecommunication base station
- Test and measurement equipment

- Synthesizer, Digital switch, Reference Timing Circuit RoHS Compliant
[TOP VIEW] [BOTTOM VIEW] [RECOMMENDED SOLDER PAD LAYOUT] PIN CONNECTIONS
PIN FUNCTION
1.000 0.154 VCO INPUT
1
— MARKING THIS 240 *‘ r 356 (So0Note ) | NOT CONNECTED,
SURFACE o |REFERENCE VOLTAGE
« N (See Note 1) <L
T { NOT CONNECTED
3 |+vpC
CEATT o700 0.130 nj 4 |R.F.OUTPUT
0.300 17.78 3.30 0.300 0700 5 |OVENMONITOR
~ 7.62 0870 n + 762 1778 (SeeNee 1) | NOT CONNECTED
0.100 © 221 E 1 6 |NOT CONNECTED
SIDE VIEW Z'ML Note - 7 |0VOLTS & CASE
3 1. If the tion does not specify for
T - '; either PIN1, PIN2, or PIN5 then that respective PIN
0433 is NOT internally CONNECTED.
1100 MAX 4,\ L0-100 Numbers for reference only. Li g% 4J URcee SmEswise SPECIED
2. i : INcH
(Not stamped on unit) o (REFERENCE ONLY) O
. DECINALS. 2064015, X00X4.010 INCH

ELECTRICAL SPECIFICATION

Parameter in. b . Test Condition & Notes
Available frequency range is from 5MHz to 40MHz.
Output Frequency 10 MHz Standard frequencies are 10, 12.8, 15.36,
16.384, 19.2, 20 and 25MHz.
Waveform Rectangular Qe Taciory fof rabre mibrmation.
Level HCMOS
”1” Level +2.4 +3.3
”0” Level +0.4 v
Load 15 pF
Duty cycle 45 50 55 % @+1.4V
Spurious -60 dBc
Frequency Stability Ambient -10 +10 ppb %;Cfgl?t;z:?';%: rSettaebri?i?;?/dst'lo'e*rﬁS.o%ange table.
Aging -0.5 +0.5 ppb Per day,at time of shipment
Daily -0.5 +0.5 ppb after 30 days
Yearly -50 +50 ppb
10 years -0.4 +0.4 ppm
Voltage -0.5 +0.5 ppb +5% Change
Warm-up -10 +10 ppb In 2 minutes @+25°C, referenced to 1 hour
-115 @ 10 Hz
Phase Noise -130 dBc/Hz @ 100 Hz
-140 @ 1 kHz
-150 @ 10 kHz
Electrical Frequency Adjustment
REmee -0.5 ppm VvCO @ oV
+0.5 ppm VCO @ +2.8V
Control 0 1.4 2.8 \
Slope Positive
Input impedance 100 kQ
Input Power Voltage 3.135 3.3 3.465 Y 5.0V input \‘;gl'}ggg ifngvgﬂﬁ‘)?jfie?/gﬂsu" factory
Current 1000 mA @ turn on
Steady state 1.2 w @ +25°C
Reference Voltage Voltage 2.7 2.8 2.9 \Y%
Load 9 kQ
FREQ. STABILITY vs. TEMP. RANGE
+5 +10 +20
0 ~ +70 @) @) @)
-80 ~ +70 yAN @) O
-40 ~ +85 A\ O O * O: Available A\:Conditional X: Not available
Note: not all combination of options are available. Other specifications may be available upon request.
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Available options

(@ . N
Supply Pulling Freq. f f
Type P?fnkri?e Voltage Range Stability RaT:n;K()"'C) aonztguﬁnl‘rzgif Oi/lc(;l‘lja;or Pin out Lead Free | Dash (i;?_iqz')
V) | (ppm) | (ppb) J ymmeiny
N: K:14.3x9.3 E:33 K:+0.2 | R £2 B:  0~+50| W: Sine wave |Not N :Normal |F:RoHs XX XXXXXX
0OCXO (SMD) T.5 H:£04 | Ai 45 E: 0~+70| J: CMOS15pF |selectable | (Please refer |Compliant |
F:20.3x12.7 | A:12 D: +1 B: +10 D: -30~+70 /50+5% by customer | to “outline
P: 20.6x20.6 G: £3 C: +20 L: -40~+85 drawing”)
J: 25.4x22.1 E: 5 E: +30
(SMD) N: No G: £50
A: 25.4x25.4 Voltage
I: 36.3x27.2 Control
Function

N A T HOC E W H N F -—10.000000

*Not all combinations of options are available.

Example: NATHCEWHNF-10.000000

Type OCXO

Package 25.4 x 25.4 mm
Supply Voltage(V) 5V

Pulling Range +0.4 ppm

Freq. Stability +20 ppb

Temp Range 0~+70 °C
Output Sine wave

Pin Out Normal

Lead Free RoHs Compliant
Frequency 10.000000 MHz

Rev(5)01/2016

o . . . . www.taitien.com
Specifications subject to change without notice. sales@taitien.com.tw 65



	NJ
	1Model-Numbering-Guide_OCXO-Rev307-2015



